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Warnings 

User must read and understand all safety and usage warnings prior to 

using this device. 

Improper or misuse of this device may cause severe injury or death to self 

or others. 

Do not modify or adapt this device in any way. 

Do not use this device if there are any visible signs of damage or defect. 

Installation 

Installation is to be completed by the range operator, who bears the sole 

responsibility for ensuring the proper installation of the device. 

Installation must be done in such a way as to ensure long term stability. 

Due to the weight of the device, it is necessary to provide a suitable base 

that will resist shifting that may occur due to water erosion, 

sedimentation, or frost. 

Proper installation must include the following features: 

- Must be installed on stable, packed ground. 

- Base must be over a gravel bed with a minimum of 6 inches depth to 

provide drainage and reduce chances of frost heaving. 

- Trap must be levelled. 

- Due to the weight of the device, it should be checked periodically 

after installation to ensure that there has been no shifting that will 

result in tilting. 

To ensure the safety of all range users, signage shall be posted within the 

vicinity of the bullet trap directing all users to read instructions before 

use, and to always inspect the device before use. 



Range operators must ensure that the instruction manual is easily and 

readily available to any user. 

Operation 

ALWAYS inspect the device immediately prior to use.   

INSPECT for any visible damager or defects.   

ENSURE that the top and bottom covers of the trap are latched shut and 

completely closed. 

ENSURE there are no obstructions to the bullets path into the rear or the 

trap – this includes sticks, foliage, wood or any other sort of debris. 

ALWAYS wear appropriate eye and ear protection while using the bullet 

trap. 

ENSURE any other individuals within the shooting area are wearing eye 

and ear protection before using the trap. 

ONLY USE range approved targets with this device. 

DO NOT use metal targets, use only wood, paper, or carboard. 

DO NOT hang targets so that you cannot clearly see the entire trap 

opening, you must be able to see that you are shooting directly into the 

trap. 

DO NOT shoot at the wood edges of the trap, or any area outside of the 

catch area. 

ONLY USE the device while standing directly in front of it, do not deviate 

from a direct shot straight into the operational direction of the trap. 

STAND A MINIMUM OF 10 meters back from the trap when using. 

DO NOT use with steel core ammunition. 

TESTED for use with all handgun ammunition. 



Maintenance 

Range operators are to ensure maintenance and inspection is performed 

regularly to ensure that unsafe levels of lead build-up do not occur. 

Removal of captured bullet material should be performed before it 

reaches the bottom level of the trap chamber. 

Whenever handling bullet material, proper safety precautions should be 

followed: 

 - Wear eye protection. 

 - Wear hand protection to prevent any unnecessary contact with 

lead. 

 - Wear a mask to prevent inhalation of lead containing dust. 

Use proper lifting technique when handing waste material, as it may be 

very heavy. 

Dispose of all captured material in the appropriate manner following all 

local bylaws and environmental regulations. 

The range operator is to perform periodic inspection of all seams and 

surfaces to ensure there is no damage or risk of failure.  Any concerns 

should be reported to the manufacturer immediately. 


