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Thank you for purchasing our SVT-40 smith-

less scope mount. 

 

This mount is made of 1045 Steel  in our pre-

cision CNC machine shop, and has been black 

oxidized  to resist oxidation and wear.  As a 

result, this smith-less scope mount will pro-

vide you with years of reliable service. 

A unique feature of this mount is the quick 

and easy installation time for sighting and 

use.  Additionally, it also allows you to return 

the firearm to factory condition if desired. 

Once installed, you will be able to enjoy full 

use of the firearm as originally intended. 

 

If you have questions or concerns with any of 

our products please contaact us and  we will 

be more than happy to assist you.  

 

All Addley Precision products are backed by 

our limited lifetime warranty! 

For details please visit: 

www.addleyprecision.com/warranty 

 

 

Our Location 



Items in this package include: 

 

 

1. SVT-40 scope mount, 1 pc 

 

2. 2 mm Allen (hex) key, 1 pc 

 

3.  Set screws  10 pcs 
 

 

 

 

Installation  
 

*Ensure your firearm is unloaded and safe 

prior to installation of the mount. 

 

Slide the mount onto the slots at the rear 

of the bolt rail as far as you can. Then with 

a rubber mallet, tap the mount until the 

rear end of the mount is fully engaged 

with the rails on the firearm.  

 

  

 

 

      If you intend on using the stripper clip 

port with a smaller scope, then screw 

the last two screws down at the rear of 

the mount so that they will interfere 

with the rail, then slide the mount until 

the screws stop the mount.  This posi-

tion will keep the stripper port clear.  

You will need to install a scope that 

does not protrude beyond the stripper 

port. 

 

 

 

We recommend  

that you also  

purchase a  

shell deflector. 


